
Smooth Operation  No sudden jerks or delays 
in opening or closing

Pneumatic Actuation  Compressed air is used 
to drive the pneumatic cylinder which moves 
the damper blade smoothly and consistently. 
This takes away the need for manual dampers 
or electrical motors and eliminates operator 
usage, errors and balancing issues

Control  Pneumatic slide dampers can be 
manually controlled via electric or pneumatic 
push buttons or integrated into automated 
systems for precise regulation

Easy to Integrate  Our dampers are designed for 
seamless compatibility with your LEV systems:

•	Dust Collection Systems: To control airflow and 
maintain proper suction for efficient filtration.

•	Ventilation Systems: For regulating air supply in 
HVAC systems and industrial exhausts.

Energy Efficiency

•	By optimising airflow, pneumatic slide dampers 
help reduce energy consumption, lowering 
operational costs.

Low Maintenance Requirements

•	With a durable construction and fewer moving 
parts, they require less frequent maintenance 
compared to mechanical or manually operated 
dampers.
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PRECISION

Give your system 
the competitive edge 
with pneumatic slide 

dampers from API

from

www.apiuk.com

Used to control, regulate, or stop 
the flow of air, gases and dust 
in HVAC and LEV systems, they 
operate using pneumatic cylinders, 
which power the sliding movement 
of the damper plate, allowing for 
precise adjustments to the flow.
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stainless steel and ATEX editions

•	0-800mm diameters available 

•	Supplied with clipped, rolled, 
straight or flanged edge

•	Can be linked to your fan set for on/
off open close

•	Reed switch for positional open 
close settings

•	Various voltages available with 
working pressure 6-10 bar

•	New, repair and spares kits readily 
available

API UK

Units 21 & 22 Britannia Park, North Road,
Stoke-on-Trent, Staffordshire ST6 2PZ

EXPERT
SUPPORT
YOU CAN
 RELY ON

We don’t just supply dampers...
we work with you to deliver complete 
solutions:

•	Technical Know-How Leverage 
our expertise to ensure the right 
damper for every application

•	On-Site Surveys We can visit 
customer locations to assess their 
needs even retrofit our dampers to 
existing systems

•	Fast response On-time delivery 
and stock availability

•	Ask the experts Technical 
expertise and after-sales assistance 
for you and your clients

CALL
01782 206995

EMAIL
sales@apiuk.co.uk

WEB
www.apiuk.com

CL = Category   - Diameter   -  EP = Electro Pneumatic   - 24VDC = Power Supply

Part Number Diameter Coil Other Voltages Available

CL-050-EP-24VDC 50mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-063-EP-24VDC 63mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-076-EP-24VDC 76mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-080-EP-24VDC 80mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-100-EP-24VDC 100mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-102-EP-24VDC 102mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-108-EP-24VDC 108mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-120-EP-24VDC 120mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-125-EP-24VDC 125mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-127-EP-24VDC 127mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-140-EP-24VDC 140mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-150-EP-24VDC 150mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-160-EP-24VDC 160mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-180-EP-24VDC 180mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-200-EP-24VDC 200mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-220-EP-24VDC 220mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-225-EP-24VDC 225mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-250-EP-24VDC 250mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-275-EP-24VDC 275mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-280-EP-24VDC 280mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-300-EP-24VDC 300mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-315-EP-24VDC 315mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-350-EP-24VDC 350mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-400-EP-24VDC 400mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-450-EP-24VDC 450mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-500-EP-24VDC 500mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-550-EP-24VDC 550mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-600-EP-24VDC 600mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-630-EP-24VDC 630mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-650-EP-24VDC 650mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-700-EP-24VDC 700mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 

CL-800-EP-24VDC 800mm 24VDC 12VDC, 24VAC, 48VAC, 110VAC, 220VAC 


